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1. Scope

This document is a specification, as an input file for the design and development of the Parts,

and as a standard for acceptance of Parts.

2. Technical parameters

Key parameters are listed below

Chassis:
NO. Key Item Specification Remark
2.1 | Material SGCC Steel, 1.2mm Thickness
2.2 | Surface Paint, White ,Fine sand grain
) Refer to actual
2.3 | Weight ~28Kg
measurements
24 | IP Level IP65
2.5 | Dimension WDH:
) i i
640x180x1017mm
Bracket:
NO. Key Item Specification Remark
2.1 | Material SGCC Steel, 1.5mm Thickness
2.2 | Surface Paint, black (color No. RAL9011)
Refer to actual
23 | Weight ~2.5Kg !
measurements
. . WDH:
2.4 | Dimension
480x13.5x500mm
Battery in side:
NO. Key Item Specification Remark
2.1 | Installation Floor, Wall
2.2 | IP Level IP65
2.3 | Capacity Max.10Kwh 2pcs Power Lite in side
2.4 | Weight ~120Kg
2.5 | Dimension WDH:
) i i
640x180x1017mm

Output Connector

NO. Key Item Specification Remark
2.1 | Positive 2*PG19,White,IP67 Cable Diameter<16mm
2.2 | Negative 2*PG19,Blake,|P67 Cable Diameter<16mm

2.3 | Communication

RJ45, IP67
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3. Structure

The appearance design of the Chassis is as follows:
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Figure 1. Chassis Appearance Diagram

The appearance design of the Bracket is as follows:

Figure 2. Bracket Appearance Diagram

When Wall-Mounted , fix the bracket panel with M6 screws on the wall, then chassis Hanging on
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the bracket ,Third PACKS in the chassis; The appearance design as follows:
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Figure 4. Chassis Size Chart



(¢ UZ ENERGY LIMITED
uz 15/F, Tower 3 Excellence City, No 128, Zhongkang RD, Shenzhen, China 518049

{_
/
N
/
> o]
— v il
§]
~
\ -
L
\ 1n
\ T
WWTgg ———mmm———————»

: L
i ~
o 8]
= | —
_.»""_-- o = 5,
| |
Y
e 500mm
Figure5. Bracket Size Chart
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Figure6. Bracket Drilling location Chart
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4. Transportation and Storage
4.1 Transportation

During transportation, it should be protected from severe vibration, shock, sun and rain, and
should not be inverted to ensure that short circuits will not occur. During the loading and
unloading process, it should be handled gently to prevent falling, rolling, heavy pressure and
inverted.
4.2 Storage
Product storage requirements are as follows:

® Product storage place should be rain, moisture, sun protection measures.

5. Attention and Statements
5.1 Precautions

This product must comply with the operating instructions, and any installation, maintenance
and use of this product must strictly comply with the relevant safety regulations.

® The installation and maintenance of the products must be operated by professional
technicians, and the relevant safety regulations must be strictly observed
5.2 Declaration

The right to interpret this specification belongs to Shenzhen UZ Energy Limited.
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