Power lite series Packing list and

Installation manual
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Battery Packing List(Power lite)
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P200 Cable Connect Instruction

D Single Battery Unit '

Delivery Case Battery Cabel Description:
P200 1. Positive DC power cable(Delivery with Case)
2. Negative DC power cable(Delivery with Case)
3. Signal cable( Battery to battery )(Delivery with Case)
4, Ground cable(Battery to Case)(Delivered with battery)
UZENErcY 5. Signal cable(inverter to battery )(Delivery with battery)



P200 Cable Connect Instruction

));(( Single Battery Unit ‘ Inverter \

. OT 25-6

hnn:mnnnnnnrl &= \_ )
e " Battery side cable terminal
25mm2 or 4AWG Cable

Cabel Description:
6. Positive DC power cable(Battery to Inverter)
(Prepared by the customer)

UZ ENEMrGCY 7+ Negative DC power cable(Battery to Inverter)
(Prepared by the customer)



- P200 Cable Connect Instruction

D Single Battery Unit
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Cabel Description:
8+ Ground cable(Ground to Case)

UZ ENEINCY (Prepared by the customer)



P200 Cable Connect Instruction

D(( Two Battery Unit

Inverter
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O __ D < | 9 Cabel Description:
OT 25-6 OT 25-6 9. Positive DC power cable(Battery to Battery)
Battery side cable terminal (Prepared .by the customer)
LUZEANECEIGCY 25mm2 or 4AWG Cable 10 Negative DC power cable(Battery to Battery)

(Prepared by the customer)



P200 Schematic Diagram
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P200 Schematic Diagram
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P200 Schematic Diagram

D Multiple Battery Unit
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P200 Output/Internal cable definition

Cable Type Recommended Specification Length(m) Source
DC output power cable(inverter Common outdoor DC Conductgr cross—secho_nalarea:. 25mm?2 Depends Prepared by the
to battery Negative) cable in the industr or 4AAWG;Cable outer diameter: customer
DC output power cable(inverter y 11-13mm;Both terminals use OT25-6 Prepared by the
- Depends
to battery ,Positive) customer
Ou_tdoor s.h|le|dedtW|sted CATb5 or better,Conductor cross- . .
Signal cable(inverter to battery ) pair cable:Pin 1, 4, & sectionalarea: 0.20-0.35mm2;Cable 1.5m Dz e il K
9 Y7 | NCPin 2, 7: RS485-APin ot g e e o ' Battery
3, 6: RS485-BPin 8: GND C ’
Satji:dcoalok)ﬁshlgie!]d1e'(g,\&v;\ffed CATS or better,Gonductor cross- Prepared In P200
Signal cable( Battery to battery ) HPin 5: CAN-LPin 2, 3, 4, zlejc;:rogiaalireetae:rgég—_%fn?nm_m2;Cab|e Depends Case
6, 7. NCPin 8: GND C ’
DC input power cable(Battery to Common outdoor DC Conductor cross-sectionalarea: 25mm?2 15m Prepared In P200
battery , ) . . or 4AWG;Cable outer diameter: ' Case
; cable in the industry
DC input power cable(Battery to 11-13mm; Prepared In P200A
. 1.5m
battery , Positive) Case
Delivered with the
& d cable (Battery to C i - 1
Jpnd cable (Battery to Case) | Single-core outdoor 10AWGBoth terminals use OT10-6; " Battery
copper cable s v ih
Ground cable(Case to Out GND) Depends reparea by the
customer
DC output power cable(battery to Conductor cross-sectionalarea: 25mm?2 Prepared by the
: D d
battery Negative) S;bTeTr?qhoeuit:gssrt?c or 4AWG;Cable outer diameter: epends customer
DC output power cable(battery to y 11-13mm;Both terminals use OT25-6 Prepared by the
L Depends
battery ,Positive) customer
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Thanks For Your Attention

Webpage @ www.Uzenergy.com
Feedback @ forum.uzenergy.com

Pure CINICTZYV. Marketing@uzenergy.com
Shine on.

Follow us on Llnkedm

https://www.linkedin.com/company/uz-

UZeENercY



